
Hybrid ESS All-In-One

General Feature

Stacked design, easy for installation.

LCD display with operation configuration and 

convenient buttons.

Single phase solar and storage combined.

Built-in BMS system to protect battery.

With sleep mode, wake up at any time.

Remote diagnosis.
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Power Grid Hybrid ESS All-In-One



*Please note that all specifications are changed without notice.
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Technical parameter

Rated capacity

Number of battery modules

Cell type

Rated voltage

Operating voltage range

Rated current

Peak current

Rated power

Peak power

Nominal voltage

Acceptable voltage range

Frequency

Nominal voltage

Rated power

Peak power

Peak efficiency (PV to INV)

Peak efficiency (battery to INV)

Overload protection

Max.PV array power

Max.PV array open circuit voltage

BrickPower-5.5Kw-5.12Kwh

100Ah

1

LiFePO4

51.2V

41.6V~59.2V

50A

100A Continue@120A 60s

2.56Kw

5.12Kw Continue@6.144Kw 60s

230Vac

170-280Vac(For personal computer); 90-280Vac(For home appliances)

50/60 Hz(Auto sensing)

220/230Vac±5%

5.5Kw

11Kw

96%

93%

5s@>=150%Load ;  10s@110%~150%Load

5500W

500Vdc

60Vdc 500Vdc

18A

100A

80A

100A

570*245*830mm

85Kg

BrickPower-5.5Kw-10.24Kwh

200Ah

2

51.2V

41.6V~59.2V

100A

200A Continue@220A 60s

5.12Kw

10.24Kw Continue@11.26Kw 60s

570*245*1250mm

130Kg

Charge : 0℃~+55℃ / Discharge : -10℃~+60℃

0~95%

<3 Months -10℃~25℃ / <1 Year 0℃~25℃

2000m

IP21

Ground installation

Flank

CAN/RS485

（Selectable）Wifi / Bluetooth

PV array MPPT voltage range

Max.solar input current

Max.solar charge current

Max.AC charge current

Max.charge current (PV+AC)

Size（L*W*H）mm

Weight

Operating temperature

Relative humidity

Storage temperature

Maximum working altitude

Class of protection

Installation mode

Power cable outlet mode

Communication mode

Remote data
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Product Parameter


